
WIDE VIEW FULL FREE 3-STAGE MAST 

Fork Height(mm) Free lift(mm) Mast height (mm) 

Mast COD14X2-GA2R COD14X2-GA2R COD14X2-GA2R model COD14X2-GB2R COD 14X2-GB2R COD14X2-GB2R 
COD14X2-GC2R COD14X2-GC2R COD14X2-GC2R 

ZSM502 5025 1390 2426 
ZSM533 5330 1490 2526 
ZSM610 6095 1745 2781 

-� -

ZSM685 6855 2000 3036 
- -

ZSM762 7620 2285 

AST:Right angle stacking aisle width 
a:Clearance a=150mm 
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Load Capacity(kg) Service WeightUnl(kg) 
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NOTE:The vertical axis is the load capacity,and the horizontal axis is the 
load center which is calculated from the front face of the forks to the 
load center of gravity.Capacity curves shown are for a standard mast at 
zero degree tilt with standard forks.Changing mast tilt,using non-stan
dard forks or loading large goods can affect load capacity.This chart can 
be used to estimate load capacity at various load centers for standard 
masts.Contact HELi for cpecific load ratings for your situation. 
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With the use of the excellent load-sensing steering system and AC controlling renewable 
energy technologies, the forklift is more energy-saving and the working hour of the 
battery is extended by 15%. • 
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Certifications:These HELi models are CE&COC certified and also meet all requirements of ANSI B56.1-2012 and OSHA Regulation 29CFR1910.178.AII 
dimensional and performance specifications shown are for reference and subject ti change without notice. 

HELi 

The reliable special instrument gives a complete display of the vital information, like operation status, fault detection, etc. 

It ensures the operator predominate the vehicle status more intuitive and convenient. 

Information display Performance selecting button (up) 

Low voltage indicator 

Fault indicator 

Controller thermometer 

Foot pedal safety switch indicator 
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Performance selecting button (down) 

Value settin button (decrease) 

Value settin button (increase) 

Enter 

Handbrake indicator -- Exit 

Seat belt switch indicator (s are use) 

ZAPI intelligent display 

ANHUI I-IELI CO., LTD. 
Add/ No.668, FangXing Road, Hefei, China 
Fax/ +86-551-63639966 

.. Our products are subject to improvements and c.hangcs without notice. 

Tel/ +86-551-63639068(America); 63639258(Europe); 
63639358(Asia); 63662105(Africa & Middle East); 
63639530(Key Accounts Division); 63662105(Wheel loader) 

HELi 

1.35t 
G Series Electric Pantograph 

Reach Truck (Deep Reach) 

www.helichina.net 

MANUFACTURER'S DATA AND DESIGN CHARACTERISTICS 

Characteristics 
1.01 Marn 1facturer 
1.02 Model 
1.03 Configuration number 
1.04 Load ca paci �/ 
1.05 Load center distance 
1.06 Power model 
1.07 Driving model 
1.08 Wheel base 
1.09 Voltage 

Tyre 
2.01 Tyre type 
2.02 &��u� drive,1ood/c.istcr 

2 03 Wheel size.load 
2.04 Wheel size,drive 
2.05 \/I/heel size.caster 

D1mDnsions 
3.01 Lift height 
3.02 Free lift 
3.03 IVlast height.lowered 
3.04 Fork size,htickness/width:1ength 
3.05 Fork adjusting width 
3.06 Tilt 
3.07 Fork side.shifting 
3.08 Truck body length(fork excluderl) 
3.09 Truck body \/lidth 
3.10 Straddle leg, inside width 
3.11 Straddle leg, outside v,�dth 
3.12 Fork carriage width 
3.13 Reach distance 
3 14 Height of overhead guard 
3.15 Battery bottom clearance 
3.16 Straddle clearance 
3.17 Straddle height 
3.18 Step height 
3.19 Minimum turning radius 
3.20 Drive wheel center to truck body rear distance 
3.21 Fork front to truck body rear distance 
3.22 Aisle width with pallet 1200Lx1200w 
3.23 Aisle width with pallet 1000Lx1000w 
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CQD14X2 
GA2R 

kg 1350 
mm 600 

Battery 
Stand-on 

mm 1557 
V 36/48 

Polyurethane 
1 X /4i2 

mm <tl127x95 
mm (!)330 X 140 
mm <tl178X76 

mm 5330 
mm 2526 
mm 1490 
mm 35x 100x920 
mm 244-724 

0 30 /40 

mm ±50 
mm 1954 
mm 1090 
mm 845-1272 
mm 1137-1584 
mm 842 
mm 1080 
mm 2320 
mm 180 
mm 50 
mm 130 
mm 250 
mm 1838 
mm 252 
mm 1529 
mm 2935 
mm 2713 

HELi 

CQD14X2 CQD14X2 
GB2R GC2R -
1350 1350 
600 600 

Battery Battery 
Stand-on Stand-on 

1593 1655 
36/48 36148 

Polyuretr1ane Polyurethane 
1 X /4/2 1 X /4/2 

(!)127 X 95 <tl127 x95 
<tl330x140 ¢330 X 140 
<tl178X76 <!>178X76 

--

5330 5330 
2528 2528 
1490 1490 

35x 100x920 35 X 100 x920 
244-724 244-724 
3° /4° 3° 14° 

±50 ±50 
1990 2052 
1090 1090 

845-1272 845-1272 
1137-1584 1137-15fi4 

842 842 
1080 1080 
2320 2320 
180 180 
50 50 
130 130 
250 250 

1874 1936 
252 252 

1565 1627 
2971 3033 
2749 2811 

-
-

--

Performance -.- -.-
4.01 Travelling speecJ,1'vith/w1thout loacJ k� 10/11 10111 10111 -

4.02 Lilting speecl,win1iwithout load mm/s 330/520 3301520 330/520 
4.03 Lowering speed,•�Ath/witho11t load I mm/s 500/500 5001500 500/500 
4.04 Reach speed_.with/without load I mm/s 110/150 1101150 1101150 
4.05 J:,1aximum climb capability,with/without load I % 10/15 10115 10/15 ---

Weight 
- -,-

5.01 Total weight(without battery) kg_ 2750 2770 2790 � -

5.02 Axle loading, no load (fomtlrear) ka 1379/2221 1443/2325 1530/2394 
5.03 Axle loading, loaded (fomt/rear) kq 3010/1940 3112/2008 318412110 

Batterv 
6.01 Battery voltage/capacity k5 I V/Ahl 36/770,481550 3fil880,48/680 36/990,48/770 
6.02 Minim11m hatter'; weight I kg 1066 1270 1406 
6 03 Minimum battery weight I ka 839 998 1134 
6.04 Battc�ry department size I mm I 1005x428x810 1 005x465x81 0 1005x527x810 

Motor and controller 
7.01 Driving motor power I kw 7 7 7 
7.02 Lifting motor power 

I
kw 15 15 15 

7.03 Steering motor power kw 0.fi 0.6 0.fi 
7 04 Type of driving control I IVIOSFET/AC MOSFET/AC MOSFET/AC 
7.05 Tvoe of liftina cxmtrol I IVIOSFET/AC MOSFET/AC MOSFET/AC 
7.06 Type of steering control I 1\/IOSFET/AC MOSFET/AC MOSFET/AC 
7.07 Transmission box I HELi special HELi special HEI I special 
7.08 Service brake I Electric Electric Electric 
7.09 Parking Brake I Automatic Automatic Automatic 

-

7.10 Hydraulic sys term working pressure Mpa 21 21 21 

NOTE: For detailed information about battery,please contact your authorized HELi dealer. 

These are "Zero Clearance" aisles in the table and require an additional 150mm or more to be added to provide for easier m aneuvering 

i 

1 


